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Notes

1. For Type V: The contractor will be allowed to work only on one side of the
roadway at a time so as not to block off any more than one lane of traffic.

2. When parking is present. the signs shall be placed so they are entirely
visible above the parked vehicles or placed at the edge of the parking area so
they are visible to oncoming traffic. These signs may be skid mounted when
placed on the roadway surface.

3. Delineator cones used for tapering traffic shall be placed at 3 equa

spaces. Delineator cones for tangents shal | be spaced at dimension “S”.
“S” = the numerical value of speed |imit.
4. The speed |imit shall be re-established. The exact speed |imit shall be

determined in the field.
5. The reduced speed

dependent on location and conditions.
Iimit shall be determined dependent on the in place speed
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R2-1-48 limit before construction. The speed |imit reduction should not exceed 10 mph
(see note #4) below the existing speed |imit. unless the design speed of the work zone
feature has been reduced below the 10 mph. In this case, the speed |imit
SPEED reduction shall not exceed 30 MPH. Where speed |imits are to be reduced more
LIMIT thon 30 MPH. a second speed |imit sign shall be installed with the desired
speed reduction but shall not exceed 30 MPH. The second speed |imit sign shal
X X be placed at ', B.
6. When warning signs are used in urban areas and the signs are not portable.
flags shall be installed. The flags shall be 24 inches square., mounted
Portable perpendicular to the edges of the diamond sign. and at such a distance above
the edge so that when the flag is limp it will not touch the sign. Rural areas
will not require flags.
7. Existing speed Iimit signs within o reduced speed zone shall be covered
8. Where necessary. safe speed to be determined by the Engineer.
11 9. The contractor has the option of using portable sign supports in |ieu of post
mounted sign as shown on the standard drawings as specified in section 704.03 C.
10. Urban projects do not need the G20-55-96 and R2-1a-24 signs.
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ADVANCE WARNING SIGN SPACING
Distance Between Signs
Road Type Min. (f1)
A B C

Urban - Low Speed (30 mph or less) 150 150 150
Urban - Low Speed (over 30 to 40 mph) 280 280 280
Urban - High Speed (over 40 mph to 50 mph)| 360 360 360
Rural - High Speed (over 50 mph to 65 mph)| 720 720 720
Urban Expressway and Freeway

(55 mph to 60 mph) 850 1350 2200
Rural Expressway and Freeway

(70 mph to 75 mph) 1000 1500 2640
Interstate/4-Lane Divided

(Maintenance and Surveying) 750 1000 1500
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